



































etects Telescopic Steel cover Telescopic Steel cover etects

Design reference
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Lmin = Min compression length
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:L%‘ ﬁi ST = Travel length (Lmax-Lmin)

W w = guide rail distance
W1 = Body width
H = Body height

Application ¥ - H1 = Installation height

The telescopic steel cover is mostly used for CNC machining center X, Y, Z axis, suitable for all

kinds of vertical machining center, gantry milling machine, moving speed can reach 20 to 60m/min, Telescopic steel cover structure for reference

running steady, smooth, good waterproof, anti-oil, dust-proof performance . Provide customized

Type 1 Type 2

solution base on customers’ machine structure.

Dimensions

A : Steel body

B : Scraping strip

C : Support pulley

D : Slide way

E : Hinges NOTE: Only a few standard configurations of telescopic steel covers are shown above.
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Industrial flush gun

Dimensions
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Aluminum gun head
Water outlet shape adjustment switch
Copper tie rod
Adjustment switch
Labor-saving switch

pd

Pressure handle
Aluminum gun body
TPR handle
Connect 3/4" quick copper connector
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Working environment

Working temperature: 5 °C~50 °C
Working pressure: 0~8 bar
Pressure resistance: 10 bar

Assembly composition

Application
Industrial dust blowing gun, powerful blowing, low consumption and energy saving. The nozzle of the L Approximately 400mm _
slender tube sprays high speed and narrow air flow, which can be injected into deep holes, blind holes, L Approximately 300mm C

#790-100mm
Approximately90-100mm

and narrow slits that are not easy to clean. It is suitable for use in places where dust blowing is required in ‘
various processing and production industries. It is convenient and safe, with strong wind, quality

assurance, no rust, and long use time.

The industrial flush gun adopts an integrated aluminum alloy gun body design, and the gun body is

wrapped in TPR material for a comfortable grip. PA material pressure handle, more unique labor-saving ‘

switch design, aluminum alloy gun head, adjustable water output and shape. It is suitable for all types

A 12*8 spring tube stretched about 5000mm B

of processing machine tools to clean the chips, dust and oil generated in the production and processing,

so as to facilitate the operation, inspection and inspection of the processed products by the operator.

_____Model | A | 58 ____ |

3/4 "Quick Copper Connector

. \ . . . . . . . . ) 1/2 "Quick Copper Connector
For the daily maintenance and cleaning of equipment in various occasions, industrial flushing guns and 1 3/4 "Quick Copper Connector

dust blowing guns have become indispensable products. S Gy Ce e

Note: The length and material of the spring tube can be customized.
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Industrial dust blow gun

Dimensions
No. Name
1 Stainless steel nozzle
2 Pressure handle
3 POM gun body
4 1/4 "connector (PM-20)

Muzzle model

1 18mm/standard muzzle

2 130mm/Long muzzle

3 300mm/Long muzzle
Remarks Barrel length can be customized

Working environment

Working temperature: -5°C ~60° C

Working pressure: 0~8 kg

Pressure resistance: 10 kg Ap p I i C at i on

Length and angle can be freely adjusted, suitable for most fluids(liquids and gases), hose orifice can be

changed as needed. Can be used for air or for water/oil supply to metal processing machinery.

Assembly composition

[ About 400mm - 1.Made using superior POM plastic steel; is strongly resistant to oils and chemicals.
2.Maximum use temperature: 65°C
. About 300mm - | . . . . . .
— — 3.When using Adjustable Coolant Hose, changes in the situation may affect the maximum pressure.

It is recommended that tests be performed whenever changes are made.
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Commonly used type

|
T Noseype

A 10*6.5 spring tube stretched about 5000mm B Type PT Connector Product Link
Flat Nozzle(mm)

1/4 1/4 custom made 3 6 10 25 16 Hole
3/8 3/8 custom made 6 9 32 64
1/2 i;g custom made 6 9 12 32 64

I O S B S

1 SP-30 quick connector PP-30 quick connector

Hose Pressure and Flow Characteristics

Size Recommended pressure Recommended flow
900 L/H

Note: The length and material of the spring tube can be customized. 1/4" system 2.0~3.0 kg/cm?
3/8" system 2.0~3.0 kg/cm2 1500 L/H
1/2" system 1.4~2.0 kg/cm® 1700 L/H
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Note:

Recommended Common Materials

Material PVC025 PVCO038 PVC080 PU080 PU020 PUO31 ZR035 YL0O20 YLO8O

Suitable for bellows . . D D . . . . .

Suitable for roller [] [] | | [] [] [] [] []

Waterproof . . . . . . D D D

Resistant to oil D D D | N | D D D

el el ] [ [] [] [] | [] [] []

Flame retardant D D D D D D . D D

Colour black black black black black black black white white
Thickness width 0.25mm 0.38mm 0.8mm 0.8mm 0.2mm 0.31mm 0.35mm 0.2mm 0.8mm
Recommended -15°Cto+70°C | -15°Cto+70°C | -15°Cto+70°C | -15°Cto+100°C| -15°Cto+100°C | -15°Cto+100°C | -15°Cto+350°C | -15°Cto+70°C | -15°Cto+70°C
temperature range

Basis of material polyester polyester polyester polyester polyester polyester aramid polyester = polyester

. suitable

D not suitable

Recommended materials are commonly used, special materials can be customized according to customer requirements.




